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Report or indication of AP-0 

high airborne radiation condition

Disable beam  to Muon Campus

Dispatch Ops Field Team

Contact RSO

Phone both ends of AP0 

x2003(north) and x2002(south)

Direct occupants to evacuate to

parking lot and stay there until

cleared by Rad Safety            

Compile occupant list

Radio list to Field Team

Do not alter Pbar Parameters

Print hardcopy of: 

M12 __AIR <3>

M12 D_LENS <1,2,3>

If tripped, print digital status of:

D:LNV

D:LNSTS1, D:LNSTS2

D:PMAG

Lumberjack plot 1 week of Muon 

lumberjacker file “AP0 AIR” data

Plot Once+ FTP D:ARM1

until issue resolved

Under normal conditions an alarm

may result from activated air 

entering the building due to 

changes  in building/tunnel air

pressure. The buildup of radon

gas and its decay products 

may also cause an alarm.

Has RSO 

been contacted

and determined cause to be due

to radon within 30 minutes

of alarm?

RSO gives instructions

for resuming operations

YES

Turn off D:M1CDC

NO

Ensure 3131 has been notified of 

Airborne Radiation Emergency

at AP0.

Contact Call List

AD Division Head gives permission 

to resume operations

Resume operations 

Reviewed by: _______________________________________________  Date:_________

(AD ES&H)

Approved by: _______________________________________________  Date:_________

(AD Ops Head/Designee)


